
Efficiency, quality and low cost

“Get hooked on the 
best analytical system”



We help you ensure food quality and safety

Our system provides rapid low-cost, high-sensitivity analysis of key substances in �sh and 
seafood products.

Histamine

BioSystems’ chemical/enzymatic reagent specifically 
detects the presence of histamine in fish with a very 
high sensitivity (histamine dehydrogenase method).
The analysis consists of a simple validated pretreatment* 
in fish and a rapid reaction with minimal reagent use. 
The system includes calibrators and is more economical 
and easier to use than more expensive methodologies, 
such as immunoassay or HPLC.

*Both methods have been jointly validated by BioSystems and ANFACO-Cecopesca.

Sulfites

The chemical reagent for sulfite assay in crustaceans 
allows highly sensitive analysis of these substances and 
avoids interference by using the pararosaniline method. 
The analysis consists of a simple validated pretreatment* 
in crustaceans and a rapid reaction with minimal 
reagent use. The kit includes the extraction buffer and 
calibrator, making it very easy to use compared with 
other methodologies, and shows excellent correlation 
with the official method (Monier-Williams).



High-Sensitivity
Multiparameter Analyzer

�e reagents have been designed to work together with the Y15 Automatic Analyzer or the 
Y-350 Manual Analyzer, ensuring optimized performance and o�ering a unique and 
complete system to the market. �e reagents have been validated for each food matrix.

· Easy extraction
· Minimal handling of reagents and samples

· Rapid, convenient analysis
· Cost savings in reagents and equipment
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 Histamine  

 Sulfite  

 

 

 

Allergens 
(milk, eggs, soy, fish, crustaceans,
peanuts, nuts, mustard)

Chemical/Enzymatic Reagents

 
 
Nitrates / Nitrites  

Organic Acids (Lactic, Ascorbic...) 

 

 

Sugars   

Cations  

 

 

Polyphenols

 

Gluten 

Histamine

Mycotoxins 

  

High sensitivity

Automated system

Immunoassay (ELISA/Rapid Test)*

Other reagents available

*Non-automated reagents



Manufactured by: BioSystems S.A.
Costa Brava 30, 08030 Barcelona (Spain) 
Tel. +34 93 311 00 00
foodquality@biosystems.es · www.biosystems.es

Random Access Automatic Analyzer
Direct photometric reading on the reaction rotor
Throughput  150 tests/hour
Reagent volume (program)  10 μL - 600 μL
Sample volume (program)  

 
2 μL - 80 μL

Automatic sample pre- and post- dilution. 
Técnicas preprogramadas

 
 
Intuitive software

 

Dedicated reagents

 

Filter configuration

 

340, 405, 420, 520, 560,
600, 620, 635, 670 nm

Weight 45 kg
 

 

Physical Dimensions

 

840 x 670 x 615 mm 
(width x depth x height)
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LED Technology Manual Analyzer

Minimal reagent consumption 
Graphic LCD lighted screen  
Keyboard with tactile membrane

 Thermic printer  
Different calibration types
(factor, calibrator and calibration curve)

 

 
Data management software
(PC-Photometer)

 Wavelengths (LED) 280, 340, 405, 420, 505, 560,
620, 635, 670, 750 nm

Weight 4 kg

 
Physical Dimensions

 
420 x 350 x 216 mm
(width x depth x height)
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